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MOBILE WASTE OIL DRAINER L-OD90B

Thank you for purchasing a Lubemate L-OD90B waste oil drainer.  
The Lubemate Waste oil drainer is suitable for the collection and removal 
of waste oils only.

 Gravity waste oil drainer
 Draining oil speed: 1.8 - 3LPM
 Suitable for draining waste oil from engines,  
gear boxes and differentials of all vehicles

 Tank capacity: 90L

 Max Drainer Capacity: 90L
 Oil Draining Pressure: 1 bar     
 Maximum oil temperature: 120°C

TECHNICAL SPECIFICATIONS

Wide Bowl Extender
Large enough for automatic 

transmission draining. 
Extender diameter 600mm.

Offset Swiveling Bowl
For easy bowl positioning

Swiveling diameter up to 800mm.

Filter Mesh Screen In Bowl
Catch foreign items.

Waste Oil Level Tube
Identify oil level inside  
holding tank.

Powder Coated Steel Tank
90L capacity.

Telescopic Suction Tube 
Easy height adjustment.  
Extends to 2.05m 
(with Extender Bowl)

Handy Tool Tray
Keep tools and accessories

within reach.

Polyurethane Wheels
Easier manoeuvring over

workshop floors.

Oil Bowl
Diameter 400mm.
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Wearing parts:

Part No. Description Q'ty

1* O-ring 1

9* O-ring 1

13* Battery 1

19* Waterproof protector 2

20* Seal washer 4

Part No. Description Q'ty

1* O-ring 1

2 Meter Holder 1

3 Meter Cover 1

4 Rubber Protector 1

5 Main Circuit Board 1

6 Front Label 1

7 Screw 4

8 Screw 4

9* O-ring 1

10 Seat 1

11 Battery cover 1

12 Spring 1

13* Battery 1

14 Screw 2

15 Shaft 2

16 Oval Gear 2

17 Magnetic Rod 2

18 Bolt 8

19* Waterproof protector 2

20* Seal washer 4

21 Washer 4

No Spare Parts Available
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SPECIFICATIONS

Tank Capacity 90L

Max Drainer Capacity 90L

Drainer Oil Speed Capacity 1.8-3 L/min

Oil Draining Pressure 1 bar

Working pressure

Max height (without extender bowl)

Min height (without extender bowl)

Lubemate

Max Height (with extender bowl)

Min Height (with extender bowl)

6-8bar (87 -116 psi)

1.95m

1.21m

2.05m

1.31m

L-OD90B
 | Waste Oil Evacuation System
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